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4016-61TRG
1500 rpm 

Derate
4000

Series
4016-61TRG1 @ 1500 rpm 
Derate for high intake temperature and / or elevated altitude from ISO 3046 standard conditions, applies to tropical and temperate builds 
where applicable. 

Note: Ambient temperature at air cleaner inlet.

4016-61TRG1 1500 rev/min Non-Ems derate for high air temperature. 
And/or elevated altitude from ISO 3046 standard conditions. June 2010
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There is NO  derat e below t he 
paramet ers above if  t he 
wat er t emperat uret o t he 
charge coolers does not  
exceed 82°C.

50°C air t o f ilt ers
82°C wat er t o charge coolers

45°C air t o f ilt ers
82°C wat er t o charge coolers

Note: For every 1°C increase in w ater 
temperature to the charge coolers 
there must be an additional  1% added to 
the derate f igure at all pow ers.
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4016-61TRG2 @ 1500 rpm 
Derate for high intake temperature and / or elevated altitude from ISO 3046 standard conditions, applies to tropical and temperate builds 
where applicable. 

Note: Ambient temperature at air cleaner inlet.

4016-61TRG2 1500 re v/m in Non-Em s  de rate  for high air  tem perature . And/or e levated altitude  
from  ISO 3046 s tandard conditions . June  2010

0

5

10

15

20

25

0 500 1000 1500 2000 2500 3000

M ASL.

%
 D

er
at

e

50°C air  t o f i l t er s
76°C wat er  t o charge cooler s

45°C air  t o f i l t er s
76°C wat er  t o charge cooler s

40°C air  t o f i l t er s
79°C wat er  t o charge cooler s

35°C air  t o f i l t er s
89°C wat er  t o charge cooler s

25°C air  t o f i l t er s
89°C wat er  t o charge cooler s

Note : For every 1°C increase in w ater 
temperature to the charge coolers 
there must be an a ddi tiona l   1%  added to the 
derate f igure at all pow ers.
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4016-61TRG3 @ 1500 rpm
Derate for high intake temperature and / or elevated altitude from ISO 3046 standard conditions, applies to tropical and temperate builds 
where applicable. 

Note: Ambient temperature at air cleaner inlet.

4016-61TRG3 1500 rev/m in Non-Em s derate for high air tem perature. 
And/or e levated altitude from  ISO 3046 standard conditions. June 2010
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50°C air  t o f i lt ers
67°C wat er  t o charge coolers

45°C air  t o f i lt ers
67°C wat er  t o charge coolers

40°C air  t o f i lt ers
65°C wat er  t o charge coolers

35°C air  t o f i lt ers
60°C wat er  t o charge coolers

25°C air  t o f i lt ers
48°C wat er  t o charge coolers

Note: For every 1°C increase in w ater 
temperature to the charge coolers 
there must be an additional  1% added to 
the derate f igure at all pow ers.
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